GRANITE CURBING DETAIL

ELEVATION

- Type "A" Granite Curbing
  5" x 16", Sawn Top, Split Face
  (4' Minimum Length)
- Repair back of curb to match existing or as specified
- 1 1/2 Cu. Ft. "Lean" Concrete at each joint as shown
- 3" Min. Depth "Dry" Concrete Mix as curb bedding

TOP VIEW

- Bituminous Concrete Pavement, see detail
  see detail 1.4.1 or 1.4.2 for medium or heavy duty pavement
- 6" NYSDOT 304-2.02 Type 4 Subbase compacted in 5" lifts
- Undisturbed Earth
- Dry Concrete Mix as bed
- 1 1/2 Cu. Ft. "Lean" Concrete at each joint
- Use flexible caulk at 150' intervals for expansion,
  mortar all other joints
- Dry bed of concrete mix

GRANITE CURBING DETAIL

DETAIL 1.3.2

7/5/2001

DESIGN and CONSTRUCTION STANDARDS

PLANNING, DESIGN and CONSTRUCTION: CORNELL UNIVERSITY

REVIEWED BY: LC/JG
REvised BY: LEC
CELL LIBRARY: CIVIL_STD_DET
CELL NAME: CRBGRN
DOC PRINT SIZE: 8 1/2" x 11"
DETAIL NO.: 1.3.2