INVUE "X FORM", LUMINAIRE.
INVUE "SRX" POLE.
DARK BRONZE IN COLOR.
6" ROUND, NON TAPERED.

OR

SPAULDING "RAVEN", LUMINAIRE.
SPAULDING "RSS" POLE.
DARK BRONZE IN COLOR.
6" ROUND, NON TAPERED.

WHITE 1" LETTERS- 1/4 " STROKE
8' ABOVE GRADE, FACING ROAD
OR SIDEWALK, PROVIDED BY
CORNELL ELECTRIC SHOP.

HAND HOLE 3" x 5"
12" ABOVE BASE COVER.

POLE BASE AND BASE
COVER. SEE DETAIL 2.2.3.

FINISHED GRADE.

TRACEABLE ELECTRICAL
WARNING TAPE, 6" BELOW
GRADE OVER ALL CONDUIT
RUNS.

CONCRETE ANCHOR BASE
SEE DETAIL 2.2.2.

SPARE CONDUIT CAPPED
FOR FUTURE USE (AT END
OF LINE FIXTURE).

5/8" DIA. "COPPERWELD"
GROUND ROD 8' LONG
TO LIGHT POLE AND CONDUCTOR.

STREET LIGHT-SHARP CUTOFF TYPE
NO SCALE
DETAIL 2.2.1

DESIGN and CONSTRUCTION STANDARDS
PLANNING, DESIGN and CONSTRUCTION: CORNELL UNIVERSITY

REVIEWED BY: ELEC DATE: 11/15/06
REVISED BY:TCL DATE: 12/31/06
CELL LIBRARY PDC_STD_DETAILS.CEL
CELL NAME LTS CO
DOC PRINT SIZE: LETTER
DETAIL NO. 2.2.1