SEE RAISED CROSSWALK ADVANCE WARNING MARKINGS STANDARD DETAIL

RAISED ASPHALT CROSS WALK PLAN

CROSS SECTION

RAISED CROSSWALK
NO SCALE

NOTE: PROVIDE DRAINAGE REMEDIATION AS NECESSARY

SAW CUT AND MILL REBATES EACH END. CLEAN THOROUGHLY AND APPLY TACK COAT TO EXISTING ASPHALT. PAVE RAISED CROSSWALK AS ONE CONTINUOUS OPERATION WITH ROADWAY CONSTRUCTION.

ALL APPROACHES TO BE ADA COMPLIANT WITH FLUSH TRANSITION FOR FULL WIDTH OF CURBING AND DETECTABLE WARNING PANEL STANDARD. SEE ADA ACCESSIBLE CURB RAMP STANDARD DETAIL.

ASPHALT RAMP  CROSSWALK STRIPING  ASPHALT RAMP
TOP OF EXISTING CURB  1/2"  12"  1/2"  12"  NORMAL ROADWAY SURFACE

BITUMINOUS PAVEMENT

PROVIDE (2) 1-IN. RGS CONDUITS (CAP ENDS) A MINIMUM OF 24-IN. BELOW FINISHED GRADE. EXTEND CONDUITS 1-FT. BEYOND ALL PAVEMENTS, SIDEWALKS, AND CURBS TO ALLOW CONDUITS TO BE EXCAVATED FOR FUTURE USE. BED CONDUITS WITH 6-IN. SAND TOP AND BOTTOM AND PROVIDE TRACEABLE WARNING TAPE 6-IN. BELOW GRADE. SEE DIRECT BURIED CONDUIT DETAIL.