WARNING TAPE, 12" TO 18" ABOVE ALL UTILITIES BUT NO LESS THAN 6" BELOW GRADE

#12 HMW-PE YELLOW JACKET, 45 MIL SOLID COPPER TRACER WIRE TAPE TO UTILITY

NON CONDUCTIVE UTILITY

NOTES:
1. TRACER WIRE REQUIRED ONLY ON NON-CONDUCTIVE UTILITIES THAT ARE NOT VISIBLE ON BOTH ENDS OR THAT CHANGE DIRECTION BETWEEN END POINTS.
2. TRACER WIRE NOT REQUIRED ON PERFORATED UNDER DRAIN LINES UNLESS OTHERWISE SPECIFIED.

NON-CONDUCTIVE UTILITY TRACER WIRE (EXCEPT GAS)

NO SCALE

DESIGN AND CONSTRUCTION STANDARDS
FACILITIES ENGINEERING: CORNELL UNIVERSITY

REVIEWED BY: CP/LC
DATE: 5/25/2011

REVISED BY: LC
DATE: 6/16/2011

CELL LIBRARY
CIVIL_STD_DET

CELL NAME
NCPTW

DOC PRINT
SIZE: 8 1/2" x 11"

DETAIL NO.
4.7.1