NEW ARMORED SEALANT JOINT FOR COPING STONE HEAD JOINTS

NEW LEAD FLASHING STRIP (TEE CAP)

DEPTH OF NEW SEALANT SHALL BE AS RECOMMENDED BY LEAD FLASHING STRIP (TEE) MANUFACTURER IN WRITTEN INSTRUCTIONS

HEAD JOINT WIDTH 1/2" TYP.

NEW SEALANT, STONE SURFACES PRIMED AS REQUIRED BY MANUFACTURER'S WRITTEN INSTRUCTIONS.

NEW BACKER ROD, SIZED PER MANUFACTURER'S WRITTEN INSTRUCTIONS.

TOP SURFACE OF STONE

EXISTING COPING STONE

MORTAR

REMOVE ALL EXISTING MORTAR AND SEALANT FROM HEAD JOINT. REPOINT WITH NEW MORTAR TO WITHIN APPROPRIATE DISTANCE OF TOP SURFACE OF COPING STONES. CURE MORTAR PER SPECIFICATIONS

DESIGN and CONSTRUCTION STANDARDS
CORNELL UNIVERSITY

REVIEWED BY: LEC  REVISED BY: JRG  CELL LIBRARY: CIVIL_STD_DET  CELL NAME: SLCPHD  DOC PRINT SIZE: 8 1/2" x 11"  DETAIL NO. 8.1.3