CONCRETE CURBING DETAIL

ASPHALT PAVEMENT, SEE DETAIL (1.4.1 OR 1.4.2) FOR MEDIUM OR HEAVY DUTY PAVEMENT

COMPACTED APPROVED ASPHALT MILLINGS OR NYSDOT TYPE 2

3/4" R.

1/2" R.

1" MIN.

18" MIN.

3" MIN. DEPTH "DRY" CONCRETE MIX AS CURB BEDDING

5000 PSI CONCRETE MIN W/C RATIO 0.45 MAX.
% AIR 6, SLUMP 3" MAX.

TWO #3 REBARS MIN.

"LEAN" CONCRETE CONTINUOUS FULL LENGTH OF CURB

COMPACTED SUB-SOIL

CONCRETE CURBING

REPAIR BACK OF CURB TO MATCH EXISTING OR AS SPECIFIED

DESIGN and CONSTRUCTION STANDARDS
CORNELL UNIVERSITY

REVIEWED BY: LC/BC       REVISED BY: JG
DATE: 6/20/2012          DATE: 6/20/2012

CELL LIBRARY: CIVIL_STD_DET       CELL NAME: CCD
DOC PRINT SIZE: 8 1/2" x 11"
DETAIL NO. 1.3.4